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20.H30 Digital Tyre Inflator
The 20.H30 Tyre Inflator features a lightweight, ergonomic design. Tough, die-cast aluminium 
body encased in impact absorbing rubber. It has a large multi-scale digital display for ease 
of reading. Easy to operate, using the trigger to inflate and deflate. The inflator automatically 
switches on when pressurized and switches off after 90 seconds. 

features

	» 1/4” female inlet
	» Die cast aluminium body with rubber protector
	» Large digital backlit display
	» Range: 174 Psi (12 Bar)
	» Accuracy: complies with BSEN 12645:2014
	» Scales: Psi, Bar and kPa
	» Inflate, deflate and Tyre pressure
	» Max supply pressure: 200 Psi
	» Inflation volume: 1200 L/Min @ 200 Psi
	» Wire sheathed rubber hose, nylon braided
	» Rated IP 44
	» Dimensions (LxWxH): 235x90x110 mm
	» 3 x AAA Battery, low battery warning
	» Auto ON / Auto OFF function
	» Includes user manual, test certificate
	» 1 Year Warranty

EN 12645:2014

Model
Hose 

lenght
Connector Weight

Package 
Size (cm)

Qty per 
Box

Box Size (cm)

H.30.02 1.8 mtr Single clip on 1.2 Kg 29x14x11 20 61x31x56
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