
Automotive & Industrial

20.H36 Series Tyre Inflator

The 20.H36 tyre inflator represents quality and guaranteed accuracy. The classic 
slimline design, made of lightweight die-cast aluminium, is easy to hold and 
operate. A wire sheath prevents hose kinking. The magnified dual-scale window 
allows for ease of reading. The unit features a ergonomically designed trigger with 
two click action. 

	» 1/4” female inlet
	» Linear display with magnifying glass
	» Display in Psi and Bar
	» Range	: 138 Psi (9.6 Bar)
	» Accuracy: complies with BSEN 12645:2014
	» Max pressure: 200 Psi
	» Inflation volume: 500 L/Min @ 188 Psi
	» Impact absorbing bumpers
	» Operation: inflate, deflate, measure tyre pressure
	» Dimensions (LxWxH): 265x50x70 mm
	» Wire sheathed rubber hose, nylon braided
	» Includes user manual, calibration certificate
	» 1 Year Warranty

features

EN 12645:2014

Model
Hose 

lenght
Connector Weight

Package 
Size (cm)

Qty per 
Box

Box Size (cm)

H.36 0.5 mtr twin hold on 1.2 Kg 39x18x6.5 20 76x40x36

H.36.04 2.7 mtr single clip on 1.3 Kg 39x18x6.5 20 76x40x36

H.36.05 2.7 mtr twin clip on 1.3 Kg 39x18x6.5 20 76x10x36
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