NOW INCLUDES CERAMIC SENSOR

= Not affected by temperature
= Protected against thermal expansion

and contraction

= Highly accurate = 0.1 psi

FEATURES

= Tough, lightweight diecast aluminium
internal body with composite outer casing
-m  Accuracy exceeds EC Standards
= High contrast, large VA black LCD screen
with white font for easy reading
Lightweight and robust

IP rated

Includes Certificate of calibration

Wire sheathiednose
eliminates kinking
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Impact absorbing bumper W High contrast LCD screen

' SPECIFICATIONS
Operation
Supply pressure max.
Max. inflation
Chuck type
CGhuck style
Scale
Iniet size
Hose length
Accuracy

Inflate / deflate / measure

200 psi

174 psi

Clipon

Single straight

psi, kPa, bar, kgF

1/4" BSP (6.35 mm)

20" (500 mm)

+ 0.1 psi @ 25-75 psi

Exceeds EEC/86/217 Compliance

TYRE INFLATOR
DIGITAL

ACSI500

HIGHLY ACCURATE

=01PSI

1200 mAh Lithium-ion
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Inflation volume L/min
Power source

Battery life
(continuous use)

Auto off

IP rating

Weight

Advised application

1200 L/min @ 200 psi

1200 mAh lithium-ion phosphate battery,
rechargeable USB-C

-

60 hrs

90 sec

P44

0.68 kg (1.5 Ib)
Industrial, workshops




